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3. High-Pressure or High-Velocity Outlets. Refer to text in seetion Wall Outlets.
4. Perforated Ceilings and Perforated Panels. These devices discharg¢ air through

perforations in the ceiling or part of the ceiling, and.share with slotted outlets the
advantage of unobtrusive appearance. In addition, sound absorbing materials may

be used for the panels, or the panels may provide a luminous ceiling.

Outlet air velocities may be kept low by using large outlet areas, particularly in
spaces with high room loads, high ventilating requirements or low ceilings. Some
perforated panels have a control plate frame which is inserted in the conventional
ceiling duct. Supply air enters the plenum above the distribution plates through an.
adjustable air valve which can be set for varying air quantities and velocities.

OUTLET LOCATION AND SELECTION

The design of the air conditioning plant for a building depends on the
use to which the building is put, on its size, and its construction type; the
design of the air transmission and air distribution system is influenced by
the same factors. Therefore, these factors must be considered in designing
the air transmission system, and in selecting the type and location of the
supply outlets. The location and selection of the supply -outlets is further
influenced by the interior design of the building, local sources of heat gain
or loss, and outlet performance and design. _ :

Use, Size, Construction of Building

. The use, size and construction of a building are three factors which may
influence or even govern the selection of a particular type of air distribu-
tion system, as is shown by the development of special high-pressure or
high-velocity transmission and distribution systems for multi-room and
other buildings. Generally, the physical construction of the individual rooms
of a building, such as height and shape and the location of beams and other
obstructions, influences the possible location of the supply ducts which in
turn influences the outlet locations. The location of the supply ducts—
above the ceiling or within the walls, in a furred space above corridors, or
in.the conditioned room itselfi—has an important bearing, therefore, upon
the design of the air distribution system. A particular method of air distri-
" bution may be highly desirable but it may be impossible to use it, due to the
location of beams and masonry walls. .
Refer to section Specific Applications for a discussion of air distribution
methods in various buildings.

Heat Gain or Loss

Local sources of heat gain or loss promote convection currents or cause
stratification, and may, therefore, determine both the type and location of
the supply outlets.

Generally, the outlets should be located to neutralize any undesirable
convection currents set up by a concentrated heating load. If a concentral
source of heat is located at the occupancy level of the room, the heating
effect may be counteracted by blowing the supply air toward the heat
source, or by locating an exhaust or return grille adjacent to the heat source-
The second method is more economical, as heat will be withdrawn at 1ts
source rather than be dissipated into the conditioned space. Where lighting

“Joads are heavy and ceilings relatively high (five watts per sq ft and above
15 ft), the outlets should be located below the lighting load, and the
stratified warm air removed by an exhaust or return fan. An exhaust fan

is recommended if the wet-bulb temperature of the air is above that of the
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